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Pastrong Electronics Co, Lid.
Manufacture: Fashion Electronics Ltd

No.3 Xinhua Road Sanjiac Town,
Zhongshan City,Guangdong,china

Tel: +86 0760 89819777
Fax: +86 0760 89819555

www,pastrong.com.cn
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COMPANY INTRO

PA Strong Electronics Corporation Limited was founded in Taiwan in 1990. It opened the cooperation door

with world famous PA factory.

Fashion Electronics, Ltd. was founded in Lotus Mountain, GuangZhou in 2003 by shouldering great mission

of sharing high quality lfe with worldwide consumers through innovative techriology.

In 2015, Fashion Electronics dominates Sandiao Town, ZhongShan City.

It creates brillant future by brand new look and enterprising spirit.

Innovation is the development road of Fashion Electronics. Fashion Electronics has been guiding the technol-

gy by innovation and directing production by technology for more than 25 years. We started from technical

group and developed continuously. At present, we are a modernized enterprise which has more than 400

employees and 15,000 m2 plant area.

Fashion Electronics wins the customers by strength and wins the market by product. The products of Fashion

Electronics have been exported to every place of the world for 30 years.

Our product are complied with worldwide certificates: CCC, ISO9001:2008, CE, RoHs, CB, ETL, UL, FCC

and EN54-16.

Thu ouls'anﬂmg ‘achievement of Fashion Electronics is closely bound up to its quality concept “strive for
lency it better and better, keep improving, satisfy customers" and enterprise

g regard the factory as home, work together with one mind"
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Feature

PDA 1000 series is a CLASS-D PA Mixing
Amplifier with or without media player and
have True RMS Output Power rating from
30/60/120/240 Watt.

1 HU / Half size format.
40 0r 70V or 100V system.

Limiter, output short, overheat protection.
Medis Playor FI, DAB, S0, USB)

“ Hi-Z output with 70Hz HPF filter and is isolated with a transformer.

nction,

Tabiewp or System Rack-mount.
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* MIC1~2 level control,

© AUX1~2 level control
* AUX1~2 select

# Hil Lo Tone conirol

= Power ON/ OFF switch

# MIC1: Phoenix Balance input with PTT and Chime.
* MIC2: COMBO Balance inf

© AUX: RCA (MONO) Input.

» LINE OUT: RCA (MONO) Output.

+ Hi-ZIHPF selector

* 4QI70V/00V Output, DC IN Phoenix connecr.

* AC Input.
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LINE Level control
MIC level control.

* AUX/ Media player level control.
* AUX/ Media player select,

# Hif Lo Tone control.

= Media player (MP3 DAB/ FM Tuner/ Bluetooth).
« Power ON/ OFF switch

= TEL/EMG: Phoenix Balance input with level control

© LINE: Phoenix + RJ45 Balance input with PTT and Chime
* MIC: XLR Balance input

AUX: RCA (MONO) Input,

= LINE OUT: RCA (MONO) Output

o Hi-ZHPF selector.

* 4Q/70V/100V Output, Phoenix connector.

« All Mute connector.

© DABJFM Antenna connector.

o AC Input.
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PDA 2000 series is a CLASS-D PA Mixing
Amplifier with Master volume level control and
have True RMS Output Power rating from
30/60/120/240Watt.

© 1 HU/ Half size format.

* 4Q or 70V or 100V system.

© Hi-Z output with 70Hz HPF filter and is isolated with a transformer.

« PAMute function, Priority (TEL > PTT > MIC > BGM), Paging, Ducking
© Limiter, output short, overheat protection.

© All mute function.

* Master Volume control with Signal level indication.

« Tabletop or System Rack-mount.

Ferformance
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Sansituiy & g,

imesdanca AUX1-2: 230mV. 20
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# MIC1~3 level control with input lovel indication.
* AUX1 3.5mm (MONO) jack input
* SOURGE bulton o push 1o selct AUX1-3 inpul, ey o cantrl el
iaster VR controls fofal outputs level
* Masier LED Ring o ndicate ot vl (VU moter),
* HirLa Tone control.
* Power ONI OFF witch

ont Panel
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* LINE leve! control,

* MIC level conirol,

* AUX1~2 lovel control

# HilLo Tane control,

< Master VR contrcls flal outputs v,

& Master LED Ring ta indicae octut el (VU meter)
* CallSignal/Protect LED indicat

* Power ONIOFF switch

R

* TEL/EMG Input with leve control

© MIC: Phoenix Balanced input with PTT function

» MIC2: Phoenix Balanced input with VOX function and trigger level control
» Dipswitch for MIC1~3 setting

Panel

 BGM ducing control.
% MIC3: COMBO Balanced input PF selector.

* Line Out: XLR B:

« AUX2~3: RCA (MONO) Input. © ACInput

alanced line OUpUL = 40/70V/100V Output, Phoenix connactor.

 TELEMG: Phoenix Balance input with fevel control
 LINE: Phoenix + RJ45 Balance input with PTT and Chime.
* MIC: XLR Balance input
» AUX1~2: RCA (MONO) Input,
& UNE OUT. RCA (HONO) vt
* HI-ZIHPF select
= 4OITOVI100V Output, Phoerix comnecior
* All Mute connector.
* AC Inpul,
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PDA 2000B series is Stereo DSP CLASS-D
PA Mixing Amplifier with Bluetooth audio
receiver and have True RMS Output Power
rating from 30/60/120/240 Watt.

* 1 HU / Half size format.
* 4Q Stereo or 70V/100V Mono system.
* Hi-Z output with 70Hz HPF filter and is isolated with a transformer.

* PAMute function, Priority (TEL > PTT > MIC > BLUETOOTH > BGM),

Paging, Ducking.
= Limiter, output short, overheat protection.
 Input and utput Signal evelinicaton.

* Bluetooth receiver.
* Remote volume control.
* Tabletop or System Rack-mount.

Poromancs PORZEE | POAZANE | POAZIE
ax RIS Outp Power

@40 Wz, = 1% 200w 21200
THD

TOOV/TV @600
MICLIE (-2 1Sy . Balanced
=5 S0y @K, Unbaianced

Input Sensitvty &
Impedance

Tena Contol
40 Output 20~20kHz, +1/-3 98
Frequaoay Respooss 701100V Ot B0Hz~18kiiz +11-308.
MIC 26008
S LINE >7008
AUX>T50B.
Phanion Pon
Nominal AG Line
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* MIC2 COMBO balanced input.

* MIC2 level control.

# MIC1~2 LED input level indication.

* Bluelooth LED indicator.

# AUX1 3.5mm STEREO jack inpu

* SOURCE button to push to select AUX1~3/
Bluetooth input, rotary to control level.

* Master VR controls total outputs level.
* Master LED Ring to indicate output level (VU meter).
+ HilLo Tone control.

* Power ONIOFF button,

= TEUEMG Input with level control
= MIC1: Phoenix Balanced input with PTT/Chirme function.
# MIC1: input level control
 MIC1: RJ45 Paging Microphone connector.
Remote panel RJ45 connector,
* Dipswitch for MIC1-2:
antom power. * Line Out: RCA (STEREO) oulput.

“ AUX1~2: RCA (STEREO) Input

o Line/Mic input select. + BGM ducking level control

© PTT enable/disable. * CHIME level conirol.
Chime enable/disable. . 0V/100V (MONO) O
 HI-ZIHPF. * AC Input

.
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* 1 HU/ Half size format.
# 4Q or 70V or 100V system.
© Hi-Z output with 70Hz HPF filter and is isolated with a transformer.

« PAMute function, Priority (TEL > PTT > MIC > BGM), Paging, Ducking.

« All Call and Zone paging function.

« Remote volume control.

© Limiter, output short, overheat protection.

* Media Player.( FM, DAB, SD, USB)

* All mute function,

« Each Input and output have Signal level indication.
* Tabletop or System Rack-mount
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PDA 3000 series is 3 Zone DSP CLASS-D PA ettt e
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b & 0 @ 0 & c@ccofecy

* MIC1-3 (6) input evel control.

# MIC1-3 (6) LED input level indication,

# AUX1: 3.5mm (MONO) jack input.

* SOURCE button, push to select AUX1~3 input, rotary to control input level.
* 21122123 Zone output select bution.

* Master VR controls total outputs level

« Master LED Ring to indicate output level (VU meter).

* HilLo Tone control.

» Power ON/ OFF switch

ront Panel

Rear Pan
TELIEMG Input with leval control © Dipswitch for MIC3-6 sating

MIG; Phoonix Balanced input with PTT/Chime funciion. > 24V Phaniom poor.
MIC1: R4S Paging Microphone connector. 5 Line/Mic input select

MIC2 VOX trigger level contr * L Out XeR Balonssd e ot
MIC2-3 (6): COMBO Balanced input « AUX2~3: RCA (MONO) Input
Dipe for VIC1-2 seting * BGM ducking level control

ntom power. © CHIME level control
Cnahtic it st ? Bamol panel R4S comector.

PTT enable/disabie. + 3-Zone Call station RJ45 cor
Chime enable/disablo. $ 40movrioov utpot Prison sommactor or o0 1,2,
Hi-ZHPF. “ AC Inpy

# Antenna connector.
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TXSTRONG
PLJA 420() Series
v e PRl » Compact 1 HU high / Full size format. '. " : .

© Each Input can route to different output channel.

* 4Q or 70V or 100V system.

= Hi-Z output with 70Hz HPF fiter and is isolated with a transformer. P

* PA Mute function, Priority (TEL > PTT > MIC > BGM), Paging, Ducking. =+ AUX1~3 input lovl controlwith inputlevl incioaion

@ 2individual Channel volume control. * Channel1~2 controls individual outputs level.

* Tabletop or System Rack-mount. * Channel1~2 LED Ring to indicate output level (VU meter).
© 2 set HilLo Tone control

« Power ON/ OFF switch

Front Pan,

Perdomance POAG2TZ | PDA 4224 Rear Panel
R - Zx2a0w « TELIEMG Input with level control « CHIVE Jevel control
40 kHz, < * MIC1: Phoenix Balanced input with PTT/Chime function. * AUX1~3: RCA (MONO) Input.
It Sensitvity & TEL=100Y/1V/ @500 6 Bafanced  MIC1: RJ45 Paging Microphone connector. * Dipswitch for routing Iopotio e ofet channel.
L MICILINE 1-5: 1.5mVi200m\ @800, Balanced R ittt Lol
AUX 1-3; 500mV @47k, Unbalanced « Dipswitch for MIC1-2 setling = Uing 12, Balancod Phoeni connector,
Feature Tie Out A 24V Phantom power. + 40/70V/100V Output Phoenix connector for Channel1~2,
RS A Bass: £ 1248, 100Hz o Line/Mic input select.  AC Input.
Trabl: - 1208, 10Ktz PTT enableldisable.
- i 0 Oubput 20-2001, +173 &8 Ghime enabedisable
PDA 4200 series is a 9 In/2 out Multi Channel | Freauency Response OO O oAk, 41E8 il
DSP CLASS-D PA Matrix Router Amplifier T . Mic2-5: rosmn Balenced o
4 5 SNRato Mosam BGM ducking lovel conir
and have True RMS Output Power rating e
from (2x120/2x240Watt) “Phaniom Power _24C__
Nominal AG Line Voliaga 0340V, 5050
Sm\ﬁm Tomperaure /| _jo- ¢~ +45' C @ 95% RH. (Non-Condensing)
Storage Temperaiure 20 G-+70' G
. Dimensions (W x D x Hjmm [ETELTT 1
11 Woght T T oG
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PDA 4200M series is a 9 IN/ 2 Out Multi
Channel DSP CLASS-D Media Player Matrix

Amplifier and have True RMS Output
Power rating from (2x120/ 2x240Watt).

+ Compact 2 HU high / Full size format.

+ Each Input can route to different output channel.

* 40 0r 70V or 100V system.

* Hi-Z output with 70Hz HPF fiter and s isolated with a transformer.

« PAMute function, Priority (TEL > PTT > MIC > BGM), Paging, Ducking.

* 2 individual Channel volume control.

« ECHO, REVERB and DELAY function.
* Media Player.( FM, DAB, SD, USB)

* Tabletop or System Rack-mount.

—r
Bl Sonsiiy & impedar

* Media player. (MP3/ FM Tuner/DAB Biuetooth)
ECHO/REVERB/DELAY level control.

* MIC1~5 input level control with Input level indication.

# AUX1~2 input level control with input level indication.

© Channeli~2 controls individual outputs level

« Channel1~2 LED Ring to indicate output

Pane

r Pan

= FM/DAB antenna connector
= TELIEMG It wits lvol corirol
# MIC1: Phoenix Balanced input with PTT/Chime function.
# MIC1: Ry45 Paging Microphone connector.
 MIC2 VOX trigger level control.
« Dipswitch for MIC1~2 setting
024V Phantom power.
o Line/Mic input select
© PTT enableidisable.
> Chime enabledisable.
ZIHPF.
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+ Level (VU meter).
* 2 set HilLo Tone control,
* Power ON/ OFF swilch

MIC2~5: Phoenix Balanced input.
BGM ducking fevel control.
CHIME feve conit
AUX1~2: RCA (MONO) Input

Dipswic or routing It 1 he oulpul channel

Remole panel RJ45 connector.

Uine out1~2. Balancod Phooni comnector

40 /70V1100V Output Phoenix connector for Zone 1, 2, 3,
AC Input.




» Compact 1 HU high / Full size format.

+ Each Input can route to different output channel

* PAMute function, Priority (TEL > PTT > MIC > BGM),
Paging, Ducking.

* Color LCD to display output level and input settings.

—
A Tt Sty & Impodance TEL TG0ViIV @600 Baancad
eature ‘ MIGUNE 15T iyt 00100 s
i

[ L
PDA 4400 is a 9 In/4 Out Multi Channel DSP \ R orodperipioid
PA Matrix Router — i 20 O TS
ShRat> TELS 708
Jirstert
UNE 70
Ak o700
24700

¢ poraturo
imensions (Wx Dx
E— - —
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# MIC1~5 input level control with input level indication.

* AUX1~3 input level control with input level indication.

# Color TFT 1.8 inch Display.

» Setup Knop for setting volume, tone control, phantom, Line/mic sefect, fiter, chime, BGM ducking level.
+ Power ON/ OFF switch

Front Panel

Rear Pa

 TEL/EMG Input with level control
 MIC1 Phosnix Balanced input with PTT/Chime function.
# MIC1: R4S Paging Microphone connector.

& Remols panel RI4S connclor
Phoer

ine out 14,

© AC Input




PDA 5000M Series™™

Stereo Mixing Amplifier with

dia Player

« Compact 1 HU high / Full size format.
* 40 or 70V or 100V system.
© HI-Z output with 70Hz HPF filter and is isolated with a transformer.
* PAMute function, Priority (TEL > PTT > MIC > BGM),
Paging, Ducking.
* Media Player.( FM, DAB, SD, USB)
« Tabletop or System Rack-mount.

Feature

PDA 5000M series is a Stereo DSP CLASS-D PA
Mixing Amplifier with media player, 4 microphone/
Line input and have True RMS Output Power rating
from (2x30/ 2x60/ 2x120Watt) @ 4 Q and (60/ 120/
240Watt) @ Hi-Z.

y
/
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 Media player. (MP3/ FM Tuner! DABI Bluetooth)

# MIC2: COMBO balanced input,

* MIC2~4 level control.

# MIC1~4 LED input level indication ntrol input level.

* AUX1 3.5mm STEREO jack input,

» SOURGE button to push to select AUX1~2/ Module inpu, rotary to control level.

e Famone

* Master VR controls total outputs level.

+ Master LED Ring to indicate output level (VU meter).
+ HilLo Tone control

* Power ON/ OFF switch

Rear Panel

= FM/DAB antenna connector.
» TEL/EMG Input with level control
* MIC1: Phoenix Balanced input with PTT/Chirme function.
 MICT: input level control.
 MICT: RJ45 Paging Microphone connector.
emote panel RJ45 connector.

# BGM ducking level control.

* CHIME level control

* AUX2: RCA (STEREO) Input

+ Line Out: RCA (STEREO) outpu.

+ 40 [70V/100V Output Phoenix connector for Zone 1,2, 3.
“ AC Input

* Dipswitch for MIC1~2 satting
© 24V Phantom power.
o Line/Mic input select.
enableldisable.
Chime enable/disable.

 Hi-ZIHPF.
© MIC3~4: COMBO Balanced input.




o
Series

Amplifie

* Compact 1 HU high format.

“ 40 0r 70V or 100V system.

Z output with 7on HPF filter and is isolated
with a transform

+ PAMuto fincton (TEL>LINE)

* Limiter, output short, overheat protection.

* Passive cooling

* All mute fun

i PO 17 POAETZE [ PONGAA | PORGIEA | POKGEA
|3 | ‘ 2w ‘ o | 20w
1ture = B Proaran i
| input Sensitity & TEL: 100V/1V @600, Balanced 100V @6000, Balanced
| mpacancs (e 100V 6000 Baarcad | MIC: 150 o000, Garces
e " U 7o e,
PDA 6000 series is CLASS-D PA Amplifier e ] = e
and have True RMS Output Power rating | Py Rosponse R TR
from (1x120Watt), (1x240Watt), (1x480Watt) s Raso (e oo
oo AGTe prs e
=
| o B ——
T ‘2151315‘ s
i - 2. g

4 LEDRing o el ot (VU metr
* Power ON/ OFF swi

Front Panel

Rear Panel

# TELEMG Input with level control
« Input level conirol
« Input: Phoenix Balanced (1V/100V) and COMBO input.
* Dipswitch:
© TELIEMG EnsbisDissbie
HiZ/HPE
o oA LD commectar.
» Remote panel RJ45 cor
- 200V 100 Outps Phasmseconnecior
* AC Input.
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# Master Level conirol
* LED Ring to indicate output level (VU meter),
+ Power ON/ OFF swilch

« Pririty Input Phoenix Balanced (1V/100V)
= Priority input level Gain control,
© Program Input level control
= brogram inpu: Phoanix Baianced (1V/100V) and volume contol
# Control Input: All Mute, Power On/OFF, DC 24V outout
* Dipsy

; Prio VOX

) Hi-ZIHPF.

> Lock Master control

(0 standby

* Remote panel RJ45 connector

© 40 /70V/100V Output Phoenix connector.
© AC Input,
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“ 1 HU/ Half size format. (@)
« 1V/100V Balanced input.

* 4Q or 70V or 100V system.

* Hi-Z output with 70Hz HPF filter and is isolated with a transformer.

* PAMute function, Priority (TEL > LINE). # Channel 1~2 LED Ring to indicate output level (VU meter).
* Limiter, output short, overheat protection. * Combine indicator for combine input 1 signal to input 2.
* Passive cooling. * Power ON/ OFF swilch

* Tabletop or System Rack-mount.

Rear Pan

T
R T R e ——
Feature o S £ s | e o0 0 S s

LINE: 100V/1V @6000 , Balanced > HEZIHPF.

i i Through) 1V, Balanoed ® Input 00p Throug connector.
PDA 3000 series is 3 Zone DSP CLASS-D PA R TTTIE S s, T 8 Blioe Lo THRR s
Mixing Ampliﬁer have True RMS Output 70/100V. Oulvu\EEﬂl;M;BkHl +1/-3dB. * 40 /70V/100V Output Phoemx cunneclm for Channel1~2.
0 o # AC Input.
Power rating from 120/240Watt. LINE >t e

Humidity Condensing)
Storage Temperalure 20 C-+70' ©
Dimensions (W x D x Hymm A30x316x 44 [ -

A3k




PDA 6200S Series

wer Amplifier

N
w

PDA 62008 series is STEREO CLASS-D
PA Amplifier with True RMS Power
(2x120Watt)/ (2x240Watt) @ 4Q and
(1x240W)/(1x480Watt) @ Hi-Z.

Compact 1 HU high / Half size and Full size format.

4Q or 70V or 100V system.

* Hi-Z output with 70Hz HPF filter and is isolated with a transformer.
* PAMute function (TEL>AUX).

« Limiter, output short, overheat protection.

* Passive cooling.

« Tabletop or System Rack-mount.

LT —
Zaiz0N 240N

TEL T00V/1V @000, Bainced
 AUX. 1V @800, Storeo
3

= LED Ring to Indicate output level (VU meter).
= Power ONIOFF button.

[ZSTRONG®
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Rear Panel

* TEL/EMG Inpul with level conro!
* Dipswitch for MIC1~2 setling
L/EMG Enable/Disable.
HPF.

= Inputi~2 Loop Through XLR connector.
* 2 Remote panel RJ45 connector.

+ 40770VI100V Output Phoenix connector for Channe1-2.

* AC Input.




PDA 6400 Series

Two Zone Mixing Amplifier

© 1 HU/ Half size format.

© 1V/100V Balanced input.

“ 40 0r 70V or 100V system.

“ HiZ output with 70Hz HPF fiter.

* PAMute function, Priority (TEL > LINE).
« Limiter, output short, overheat protection.
« Passive cooling.

* Tabletop or System Rack-mount.

ture @

PDA 6412 is 4 Channel CLASS_D PA Amplifier

g

T 00 16000 18060 |

with isolate transformer and have True RMS ot Sy TeL OV E007 Bt ot

Output Power rating from (4x120Watt). [y (Ve Y001 @01, B

T o S T | IO B T
| oo o s, s | o ot s |

PDA 6412SP is a Share Power Amplifier without
Isolate transformer and have True RMS Power

rating from (4x120W/ 2x240W)

[ZSTRONG®
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« Channel 1~4 LED Ring to indicate output level (VU meter)

).
* Combine indicator for combine input 1 signal to input 2 or input3 signal to input 4.
* Power ON/ OFF switch

Front Panel

Rear Panel
« TEL/EMG Input with level control
* TEL/EMG level control.
* Input1~4 level contol,
# Input1~4: Phoenix Balanced (1V/100V) and COMBO input.
* Dipswitch
50 TELEMG EnabloiDisable
»o  Combine Enable/Disable.
ba  HL-ZHPF
# 4 Remote panel RJ45 Connector
# 40 /70VI 00V Output Phoenix connector for Channel 14
AC Input.




Feature

PDA 7400 is a 8 Zone System Amplifier with
Timer, Messenger and have True RMS
Output Power rating from 480Watt.

= Compact 2 HU high / Full size format.
* 40 0r 70V or 100V system.
* HI-Z output with 70Hz HPF filter and is isolated
with a transformer.
« PA Mute function, Priority
L > Messenger > PTT > MIC > BGM), Paging
* All Call and Zone paging function.
« Trigger In and Out facilty.
» Limiter, output short, overheat protection.
* 3:2inch Mono LCD.
e All mute function.
* Up to store 255 message/ alarm
# 24/7 Timer function.
» Configuration and timer setup with web interface
» Tabletop or System Rack-mount.

MICIINE 1-2:1.5mVi200m\V @600, Balanced
AUX -3 500mY @470, Unbalanced
V. Bai

Bass: £1208, 100Fz

7071007 Guput
TEL >70d8

[ZSTRONG’
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+ Mono LCD * AUX1-~2 level control
+ 6 free programming Preset. * Source level control.
* Setup Knob. * Power LED,

» SO card playback * Prio LED.

» 8 zone bution * Ermor LED.

# MIC 1~2 level control with LED.

ront Pane

Rear Panel

* Ethernet connector for upload configuration © AUX1~2 RCA (MONO) Input.

* Call Station RU45 connector, * Line Out: XLR Balanced output.

* Remote panel RJ45 connector: « Trigger-Out Phoenix connector.
TELEMG input level Gain control Trigger-In Phoenix connector.

# MIC1: Balanced Phoenix input with PTT/ Chime function. 8 Zone Output Phoenix connector.

* MIC1: RJ45 Paging Microphone connecto. # Power ONIOFF Swich

= MIC2: Balanced Phoenix inpu.




Call Station

PPS-02(C), PPS-04C. PPS-06, PPS-08
Three/ Four/ Six/ Eight-Zone Cal

mﬁ—wmﬁ:%n-a—«—?m

* Flexible gooseneck condenser
* 2,3, 4, 6,8 Zonel All Call button.

- * PPS-cx seros s for PA seres mixing amplfier

’ * PPSx(C) seres i for PDA series mixing ampllfer.

2 ln e Extension

* 12 Zone button.
* RJ45 terminal connection.
* Connect to PPS-06 with a flat cable.

o

315 o) s

e
S € il s AN

EECE L T

T T

ey
g,

0" C=+45' C@USHRH.
ion-Cone
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PPS-A

All-Call Mi

ophone

& o gecksneck sindatr gl
* Lock / None Lock PTT buttor
= RJA4S terminal connection.
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Wall Panel

PWP-BT (for PDA3000 series)

Remote wall panel with BT

* Zone1~3 Selection.
* AUX Selection.

* LINE/BT selection.

* RJ45 terminal connection.

« Line Input: 3.5mm Stereo phone socket (Mono)

= Power On/Of.

= Remote VR to controls the Master level of the main unit

PWP-06

Six-Zone Remote Control Panel

© Zone1~6 Selection.
* Source selection.

« RJ45 terminal connection.

“ Mic Input: XLR, Balanced.

« Line Input: 3.5mm Stereo phone socket (Mono)
© Mic/Lin level control.

* Power On/Off.

* Remote VR to controls the Master level of the main unit.

PWP-06D

Six Zone Remote Cantrol Panel with LCD

* Zone1-6 Selection.
* Source selection.

* RJ45 terminal connection.

“ Mic Input: XLR, Balanced.

* Line Input: 3.5mm Stereo phone socket (Mono)

* MiclLin level control.

= Power On/Off.

= Up/Down button to Remote controls the Master level of
the main unit.

* Remote VR to controls the Master level of the main unit.

PWP-02

Two-Zone Remote Control Panel
* Source selection.

© Zone Selection.

© RJ45 terminal connection.

TZSTRONG’

PUBLIC ADDRESS SYSTEMS
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Music Module

8000 series Music Module

MSB-CD7
SDIUSBICDITUNER M MP3 Play

MSB-AIO/MSY-AIO
SDIUSBITUNER MP3 Player module

er module

Fie Sysiom.
Fncion

ViR
13 2520 K008

BAIOMSYAID
AW 87,5 - 108 Nz
AV 531~ 1602 Ktz

o
Froquency Resporss
N

THD

[Ouputiover
Supportfe (SDUSE]

[FeSen |
Funcion

FOLOER PREVNEXT, US815D.

AM,
MulelTuner UP. PAUSERLAY Tuner

3000M and 5000 series Music Module

D6
1 CD-MP3/SD-USB Player
module

T™-5
AM-FM Tuner module

TZSTRONG’

PUBLIC ADDRESS SYSTEMS

[Poromancs | Co6
Froquency Response 20Hiz~20kH
THD. 01%
‘Support i (D) PCH 160U TkHz

MP3 32.320 Kops
Variable bt rate
‘Support e (SDIUSB] WA
MP3 32:320 Kips
Vs

Perfomance.
Tuner Frequency

PV 87,5 ~ 108 Mz
AM: 522 = 1811 KHz

T

FM: 3uV (2608 SIN)
AM: 300V (2008 SN

SN

THO
Outpuievel

30z~ T5KFz (+1/5 dB)

SO o oW MEAT
FMIAM, SHIFT(:5), M1-M5




Rack mount bracket kit

rack) 1 RMK-6300 PDA Mounting SET (for two half size unit to mount on a rack.)

Music Sour:
P-A\ DT

Feature
PACDT is a 1HU Tuner and CD player.
The output can mix or separate.

PUBLIC ADDRESS SYSTEMS

® FMIAM tuner with 10 memorized radio
station.

# CD Mp3 player with random, shuffle and
programing order.

© Clear LCD Display to show all information.

© Separate CD, Tuner audio output or
mixing.

)

ey Repone: 200 73

shRuto >80

. an

Paphct omat O3 Wav, AT Max 26)

(T e o

Turing e W

AM S22-161 iz S30-1T10k2

sty IS
Atcsed

Ao vt 1V 900, RKA

Nomil A e Volage 100-2400, 5050z

OpetonTergestue |10 - +45°C @ SHRH.

b o Condensing)

Srige Tangeriae - e

Dinensios 0

WxDxHmm

Vgt 12g




PA 10 ‘O Series

Ampl
Amplif
I

Feature
PA 1000 series is a PA Mixing Amplifier with 3 input
and have Output Power rating from 15/30/60 Watt.

©4QIBQ/6QITOVI00V system.

©3 EQ control.

Priority control: MIC1 > MIC2 &
UXICD.

ZSTRONG®

PUBLIC ADDRESS SYSTEMS

Al 3
@ Tabletop semiEs 000

@ MIC1~2 lovel control
©AUXICD level contol
©3EQ coniol,

@ Mastor VR conrols fotal outputs level

Performance | paiois | enioa | mioeo @ Power ON LED ndiator.

Mk O W | W 6N ©Power ONIOFF swich.
518780
ey 8 M 10 02500 iced
M2 10 250U s
i Front Panel
e Skt Rear Panel
Vit 1108 ©MICH: DIN Balanced iput with VX and Togger ucton,
sk 108 8MIC2 Phone ack Unbalanced input.
ey e - /8 © AUKICD st SelectAUX or CD it
o ey  AUXCO:RCA(MONO) It
e © Ouput 450VTEOVTOVHO0 vt Sre connec,
o “amsomuion  PRIORITY. Shrtd o mte MIC2 and AUKICD.
N A e wsove G o
Opensn e | A0C- ST OISR
Iy Non Condersn)
S g
oy Tassaxts
WaDskm
st E I




s 2000

Feature

PA 2000 series is a PA Mixing Amplifier with
TEL/EMG & 3 Input, priority control and have
Output Power rating from 20/40/60 Watt.

o amzsvnowmov syem.

#AC or DC

power
< Priory function. TEL > MICT > MICZIAUX.

= Tabletop or System Rack-mount.

Performance | paz020 mmn
MaReedOspurone, W | AW | 6OW

Freqency Reporse

SN0

Srartom P

oupt
oo AL e e
BN

Gine

Openston enpatre
hencty

Soge Tengeatie
[
WDt

Wit

MIC1-2:1.0mV @2500, Balanced

WIC/AUK 60Hz- 1544, +/-3d8

152 Hi Selectable
VA | VA | oA

27one

0T 45T @ 95%

]
E
mxi0xss

ang | sAg | 10w

Front Panel

Re

senies 9

©MICH Stereo Phone Jack inpu, Balanced.
©MIC1-2 ovel control,

@ AUX el control

® HiLo lovel control.

@ Power ON LED indicator

@ Power ONIOFF swich.

r Panel

@ TELEMG Input.
© TEL/EMG level conlro,
© CHIME onlffswich

©MICH: DINXLR Balanced inpul wih VOX and Trgger unctio.

©MC2: Stereo phone ack/XLR Baisnced input
@ AUX: RCA(MONO) Input
©LINE OUT: RCA (MONO) Output

00

® Output: BY28VITOVI100V Output, Scrow comnecior.
© 12124VDC In o powered tha unil, Screw connector.

® AC Input Selector (115230 V),
® ACHnput,

[ZSTRONG®

PUBLIC ADDRESS SYSTEMS
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Feature

PA 3000 series is a PA Mixing Amplifier with
TEL/EMG & 5 input, priority control and have
Output Power rating from 30/60/120/240 Watt.

41

SICRITIVAON sjstet,
©AC or DC por
SFrotty lum:llon TEL > MIC1 > MIC2/

!Tlhl-lnp o System Rack-mount.

Feiomnce et Lo | oo Lo |

irtand oo
Toaswniy MG 13 10/ 2500, rnd.
AR 2000 €410 Uebcrod
A2 sty @m0
eAC3 200mY G4 Ursrcd sci
0T e
Powe b1 41 Ut
Gt e
o, 1
iyt VA2 -, 34
s ran
e
8
P o 220
sansvoion
g Ou 5 0
e 11 06000
[T T2V S et
wn Wk [ an
e B
[ S —Y
Iy
oo o=
= i i
Wroskr
w Tamg  lssg oy

@ MICH Stereo Phone Jack inpu, Balanced.

@ MIC1-3 ovel control,

@ Master VR conrols fotal outputs level.

@ Power ON LED indicator
 Power ONIOFF swich,

Front Panel

Rear Panel

© TELENG Input

© TELIENG love conirol
© CHIME onloff swih

® TAPE OUT: RCA (MONO) Ouput.

@ PRE OUT. RCA (MONO) Outpat

® POWER IN: RCA (MONO) inut.
pu

oMCt and Trgger functon. &
.
MicaL leciable,  ® 1151230 V)
® AUX1-2: RCA (MONO) nput, ® ACput

20,00
o .

.9.90.@0
-

[ZSTRONG®
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Feature

PA 3000M series is a PA Mixing Amplifier which

can expand with different source module, it have
TEL/EMG & 3 input, priority control and have Output
Power rating from 20/40/60 Watt.

SCRIITIVHO syatye:
#AC or DC powere

# Priority function. 75|.> MIC1 > MIC2/AUX.
© Tabletop or System Rack-mount.

Accessory.

©CD6 CD-MP3/SD-USB Player module
TM-5 AMFM Tuner module

Performance. A ?AMM

MartadOdpitFoner oW | W | 6w
e $ 18THD
o Setty & MIC 1~2: 10n @2500,Boloced
Inpesaoce AUX. 2500 AT, U

TE 011V @600 o) Balnced
Tore Gartol. Bass 100Kz 1008

Teble 10 41048
1+ 2AUK (Ml 60Ha= 1564z /368
TEL 100Hg-156z /308

ey fsgorse (M

SRt e

A ) 57008
TR0

[ Ci-2 2V

g B2V T00Y
Lneut 1 06000

NomialACLneYotage, 1157230 SO Selcibe

ocm | s | o

e 2o

psiem— T0C- 45T @ 95 RA

iy (Non Condensing)

Soup e arc-

Ginerins oxzs0xs

WsOxtym

[ sig T esig | g

[ZSTRONG’
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® Music Source module mounting place
© MICH Stereo Phone Jack input. Balanced.

® TELEMG Inpul. © AUX1: RCA (MONO) Input
® TELEMG fevel control, LINE OUT: RCA(MONO) Output,

© AMIFM Antenna connector, @ Ouput: BOSVITOV/100V Outpu, Screw connector
® CHIME onfoft swich. © 12/24VDC I t powered the uni. Screw connector.
® Mt and Trigger functon. )

© MIC?: Stereo phone ack/XLR Balanced nput with VOX. ©AC Input




Feature

PA 5000 series is a PA Mixing 2 ZONE Amplifier
with 2 music source module, TEL/EMG, 5 input ,
MOH output, priority control and have Output Power
rating from 30/60/120/240 Watt.

©8Q/25V/70V/100V system.
# AC or DC powered.
# Priority function.

TEL > MIC1 > MIC2>MIC3/ MIC4/AUX.
©Tabietop or System Rack-mount.
Accessory:

©CD6 CD-MP3/SD-USB Player module
©TM-5 AMFM Tuner module

T e e
[ T

w0
sy M1 100 0250,
Ipesece A 20 947 e
TRLO1-1 0600 Bl
ool e 11008
e
[ G A - 365
T -
Ers e
o
T
P o o

[ro—— 1S e et
ocn PR T T Y
e 2500
Opsan e | 10— 145 8 5HRN Do Cone
e
Sorgeern awe-ame

oo e
Dt

= g | s | wos | nam

Front Panel

[ZSTRONG’
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 Vieter ® Powsr ON LED indicator.
@ 2 place for music source motie  Poner ONOFF swich
o M1 Siereo Phone Jack npu, Balanced.

MICi~4 level coio,

o LINE sslctor (AUXTUNERICDIOFF)

* LINE feve contro
e + HLolewl contol.
astr VR contoss ot ouputsevel.
® ZONE 1, ZONE 2 buton

© TELENG Input screw connector @ AWFM Antenna conector

® ACIput
@ TEL/EMG level orirol, @ MIC1; XLR Balanced it wh VOX funcion @ DIRECT Output: BO/25V/70V/100V Outpu,
® TELEMG Mute scrow connector ® MIC2~4: XLR Balanced input. Scraw connecto

 CHIME onioffswich. ® AUX; RCA (MONO) input 24VDC 10 to powered the it Screw connector.
© MOH output evel control, 8 LINE OUT: RCA (MONO) Output © ZONE -2 Outoul, Screw comector
® MOH output 1V/6000h, 1WiBohm screw connector. @ AC Input Selector (115230 V).




PA 5500M

eature

PA 5000M is a Five Zone PA Mixer Amplifier with Media player
and Effect. It have 6 input, Line output, priority.
Output Power rating from 60/ 120/ 240/ 480 Watt.

47

#BOITOV/100V systom.

% AC or DC powered.
» Tabletop or System Rack-mount.
& Delay/Repeat/Echo Control.

pams_son s ]

VeeOvpion | o | uw | 0w
0

Sy s s ey
pssecs 00y @70, it

T o 70

i )

[ZSTRONG®
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® Modia player. (MPY M Tunsf Bstootr) ProictLog
@ MICLINE -4 el contol @ Paowee On Of swich

9LiNe 53 Lovel conirol
@ ECHODELAYREPEAT vl conrl
© Bass/Trobi el corrol

@ Lingt RCA Untalance g shae i P audo ol
#Lne Out RCAMOND) O
Zone 15 100 ot comecr.
©Diect Ot 60 TOVOOV.
@24VDC into owered e nt
AC et

@M ALRRUSS Bl Py v Tiggr ncion
@2 XLR Bl gt it VOXhcon
T/ o Erse.
13-4 Phone st Baoce e,
Do o MICUNE sty st Prai Ertle
9L0eS RCAUntaiance ot shaed wih Sowcs o
L Digwich s S ot o 5.

silll.lee.

=

®



== ®

#80/25VI70VI100V system. FESTRONG
A

©Priority function. PUBLIC ADDAESS SYSTENS
TEL > MIC1 > MICZ>MIC3~4/LINE.

©AC or DC powere

P /_\ 6 O O O S e i l e S  Tabletop or System Rack-mount
VabadOut AW | 6N | oW

o < D
oSy MCi-20; 10m-200mV 07500 e MIC1<4 el conr © Power ONOFE sich
alopece M3 G V2500 SLINElove contol,
100y 0470, Bianed 8 LINE secior (AUXICO)
e - ®Hikolovel canl
AU 200mV 47K, Unbaarced ® Mastor VR conrols fotal outputs level.
L O1-1V 86002, oV
POWERI v @47, Unbsarces i o i
oot s 100z 108
Tebe 00z, 21069 Front Panel
ey pose | MICH-4/UNE 60z 15t 1308
HCD: -2 £308 Rear Panel
L 015005308
e s 1 TELEMG inputscrw comnecior oMCa-t
fivdtons @ TELENG level conto VOX and Trger fncton (seectabe 701100V, Screw connactor.
T  TELENG Muts scew connaco. omCI-4Ly e 7ovit00V
i tors w MOH oulpt 1VS00on, 1WBoh srew connecor © CHIVE anot st (slctable 701100V, Screw connactor
G WOH O BW, VOGD ©MOH ouput e convol o ALNCD:  comector
g Out 0 84710 Unbbread omCt-2 XU and o AC It
Feature REOut 1 @400 RCAUnbced Tiggor ot PRE OUT. RCA (HONO) uipt ©AC Vg swich
. Spoech Only | 70V/100V (sclctable T0/100V) ®MIC1~2 SENS VR to adjust input level sensitvity © POWER IN: RCA (MONO) Input
PA 6000 series is a PA Mixer Amplifier with 2 - .
o d 7 7
priority output, TEL/EMG, 5 input, MOH output, e
priority control and have Output Power rating from e —
30/60/120 Watt. IHomy
Soage g
i P
Wextham

Weght 00 | 859 | 1009




R [ZSTRONG®

©24VDC powered.
 priority function. TEL CH1> CH2> CH3> CHa> PUBLIC ADDRESS SYSTEMS

CHS> CHE> CHT.
©CH1 ~ 6 have FIFO or LIFO Priority control
Tabletop or System Rack-mount.

PA 6

CH1-6 Tone Coniol @ Master VR coniols el oulputs evel
8 CH1~6 Level coirol ©VU-Meter.
S CHT: ® Power ON LED indicator.
A e
e - BASS lovl canirol
s st TREBLE level coiol.
P g, Lol conol,
Tt o
[rpe—
T W6 e 0, 538 Front Panel
e o, 18 ==
il Rear Panel
e 10
gy | AR 0555 50 0 58 S TELEMG lpot Ero connector POWER IN: RCA (MONO) nput.
on w0 @ TELIENG eve contol, 8 TAPE OUT: RCA (MONO) Output.
0w s 0 XUR Balanced.
SN Rato T 608/ UNETOR ® CHIME level control. ‘connect
Gxa CHit-2: Dipswich fo LinePhantomPTT select orslav
e Power Y #CHI-6: c on the unit
Feature o e e #G12-.Dpsvi o Lo Prarion sl 200D n s powered e i, Phooni connecior
WL O 35000 B4 ® CHT: RCA (MONO) Input # 24V Battery In Phoenix connector,
PA B00ON is a 7 input Mixer Pre- Amplifier, moxn e © PRE OUT: RCA (MONO) Outpi
TEL/EMG. L) £
Gire 2w
e —
sty
Songe o e
Bt oz
o
e e

51 52
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P/\ 8000 S Ser les

\ ne viIXing At

Feature

PA 8000 series is a PA Mixer Amplifier with 2 Zone,
TEL/EMG, 7 input, MOH output, priority control and
have Output Power rating from 120/240 Watt.

#Extend connection:
* Wall panel control
« Call station with zone control
©BITOVI00V system. =t 8000
Priority function.
TEL S Mt MRS - AL
©AC or DC powe:
“Tablotop or System Rack-mourt,

Accessory:
Y ®MIC1~4 level control.

1G4 HiLoeve conrl

@ MCS-BLINE 2 ove contol

@ MICS-GLINE12 HiLolvel coriol
©AUX'~3ove convol.

©AUXI~3 HiLo vel cor

A St (RS

SEPSAAILCall Microphone
#PPS-02 Two Zone Paging St
< PP 2 Twe Zome Wall Gontro Pan!

parformance | pA8120
i Toow Sion

o i M43 9608 slrind
st

Front Panel

[ZSTRONG’
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© AUX1~3 LED indicator
Zone 1 & 2 output slectbution
Zone 1 & 2LED indcator

© Mastor VR contross fotal outputs level
© VU-Meter

© Power ON LED indicator.

Rear Panel

ST e
oot TELEMG el o @ CHINE nif swicn, power on he un wih 24VDC IN.
o & i e s o
® OH outputeve conol. 100V, Proenix comecio
euct Trager ncton @ Diect gt 80 70V/100V, Prowrxcomnectc.
S o2 Phoerix connector,
@ RECOUT G
o @ MIC3- COMBI Balance gl 8 PRE OUT RCA (MONO) Output.
= 1G24 i o ranon N RCA (KD ot B s
19 WC5-5: COMBIBalanco g ©VOX VR conros von el

@ MICB-6 Sido swich for MIGLINE
sansily and Prariom Enable:

1 CHIVE VR canrs chime ot el

Nomie A€ et

Opesin o
ety

Vg

120.8.00.00.0

213}
nilesO® ° Lp—r ]




Feature
PAB 6000 series is a PA Power Amplifier with 2

priority output and have Output Power rating from
120/240/480 Watt.

#BQITOVI100V system.
©AC or DC powered.
o Tabletop or System Rack-mount.

e
e

Speech Oy T0V/100V (elctabe 70/100V)

Msi/speec B0/TOV/0OV (slecable 70/100%)
Nominal AC Une\otage,__ 115V/230V, 50/60kz___ 230,50z
o

Operaton Temperanee 10T~ +45°C § 95% RH.
IHmidty (Non-Condensing)

Sorage Temperatre 2C-T0C

Dinensions om0
WxDsHmm

Weight g | 1og | 20

[ZSTRONG®
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©VUMeter
©Power ON LED indicator.
@ Power ONIOFF Button

Rear Pa
@ input
+Stereo phone ack/XLR Balanced nput.
+RCA (MONO) Input. Unbalanced

© SPEECH ONLY Output 70V/ 100V,
(seloctable 70/100), Scrow conector
© MUSICISPEECH Outpul: 800 70V/100V

©0utput: (selectable 70/100V), Screw connector.
+RCA(MONO) Inpat. Unbalanced ®AC It
@ PRIORITY dry conact,

© AC Voliage switch (PABG120/PABE240)

® MASTER VR Io controllotal ulgut power.

- En:
-

: P 1
e -




P/—\B@OOZ'L Series

Feature

PAB 6004 series is a PA 4 Channel Power
Amplifier and have Output Power rating
from 4x60/4x120 Watt.

#80/70V/100V system.
©AC or DC powered.

# Tabletop or System Rack-mount.
@ Individual level control.

AW

M Rated OdputPower 4x120W.

iz < T4 THD
npu Senstity & 10V @47, Balaced) Unbalaoced
Impedence

FrequecyResporce SOHz-20z +-308
Shfsio B0

oupit DIRECT Output BQ/TOV/100V.
Nomial AC e Votage

o Wk W06k

Operaon Terperatte | 10 - 45° 8 5% R (on-Condensiog)
Ity

Sooge enpeate ¢ e
Dinensons x5 38
WxDxHm

[ 20g kg

[ZSTRONG®
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® AWP1-4
+ VU-Meter for each outpul
VR controls for each tota oulputs level,
® Power ON LED inticator
@ Power ONIOFF Button

© AMP1~4 Input
«Stereo phone jack/XLR Balanced inpu.
+RCA(MONO) Input

© ACnput

© 24VDC I to powered the uni, Screw comector

@ DIRECT Outpul AMP1~4: BOTOV/100V Outpu, Screw connecar.




P

Feature

PAB 9000 series is a PA Power Amplifier
and have Output Power rating from

120/240/480 Watt.

©

/\B 9000 Series

i \mplifie
}

#80I70V/100V system.
©AC or DC powered.
©Tabletop or System Rack-mount.

Performance _{ pAR2120 msm
VoOuptbover 1200 o

0 s 1T
nput ety Line L0V @10k, Balaced Unbakanced
Aingeaoce 10071, Banced
FequecyResporse SiHr-2004,+1/-308
SN0 St
upat Lne Out 10V Baanced Unbaanced
Diect Output 87OV 100V

Nominal A LineVotage ISV, 5060k
oo avm | avea | e
Opesin Terpertre ADC - 15T BIHRH
IHumdty Non-Condensig)
Storage Temperare - o0

imes H0x0x8 430w 365488
xDxHm
Weght Tty | Ttk | 20

©VU-Meter
@ Faull LED indicator fo ampifie faul
@ Power ON LED indicator.

© Piot tone detecton switch ON/OFF.
@100V

[ZSTRONG’
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© Power Remole Phoenix connecior [0 remole

@t
XLR Balanced input.
*RCA (MONOJ Input, Unbalanced
® Ouput

*XLR Balanced outpu,
*RCA(MONO) output. Unbaianced

® Ampifier faut cry contact.
@ Direct Output: BQY 7OV/100V, Phaenix connector.
©24V0C I to powered the uni, Phoarix connector
®AC Voltage switch.

© Power ONIOFF swich,

®AC niet
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j>< 8240

Feature

PX 8240 is a Six zone PA Mixer Amplifier with different choice
source module and having TEL/EMG, 7 input, MOH output,
priority control. It can extend to 56 Zone with zone expander (
With the Zone paging station it can make a call to different zone.
An extra power Amplifier is needed to build a NON interrupt
BGM system and have Output Power rating from 240 Watt.

1

SSTOVTOOY systom.
* Priority function.
L >MIC1 )MlCZ)MICJ—SIAUX.
AC or DC po
# Tabletop or $ynnm Rack-mount.
Accessory:
©PPS.AAIlCall Microphone.
% PPS.06 Six Zone Paging Station.
# PPS-EX Zone Extension Station.
# PWP-06 Six Zone Wall Control Panel.
¥ MSB-CD7 SD/USB/CD/TUNER module.
% MSW-MSG Messenger module,
#MSB-AIO All in one [SD/USB!TUNER) module.

e e

[ZSTRONG’
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 Source module area © AUX Select b @ Zone 1 & 6 output Atensator VR,
@ MIC1-4 ovel control. (Remote/Source/AUX1/AUXZAUXS) @ Zone 1 & 6 LED indicalor.

S MICt~4 ED indicator. ® Zone 1 & 6 select button.

S MCS-61LI 0

@ MiCs- © Faut LES

® AUX1~3/Source module evel contol.
© AUX1-¥Source HILo level cotro,

(shorted, No pilot tone)
® Power ON LED indiator.

Front Panel

Rear Panel

FIAM Ao comacior

@ MOH ovtput 1V/6000tm, 1WEonm, Phooni 7

 MOH outpu vl coni

© VOX VR conr voxeol.

©VU-Meter

1 CHIE VR ool o ot
omich

L0, WX OFF)

12 Dt o PTT P Etie
onchs

i for 1 Chane et BGM) 2 chare e (NON s O]

TeL
 TELENG bavl convl

s

1 Dee Outur 61OV 100, P covcr

WaA Conro Panel R4S connactr
i Ao out XLR Batancas
RGA (MONO) Output

 AUK1. COMBIBaace it
1 AI2-3:RCA Unsalaco g

AC at

v
 Pover ONOFF v

KL

»E
5000 O FW - wumas

. 2D
—
-

-9.900.00:05
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o] ®
AG or BE pamered FTSTRONG

@ Tabletop or System Rack-mount. PUBLIC ADDRESS SYSTEMS

O S s

PEX 800

021~ 12.20n8 st buton
21~ 122000 LD ndeator.
AU seloctbuton
@ AUKLED o
Performance PEXE000 @ AMP1 ~2 fault LED indicator
Ot

1K ® Power ON LED indicator.

Impedace AUK IVIO0KD Unbolnced Front.Panel
Frequency Response RU4S / AUX: 20Hz~20KHz +1d8.
R ot @ AMP1~2 XLR Balanced Output. ® Power ON/OFF switch.

©IN; RJ45 connectto Pravious uni (PXBOOOPEXBON0)
©OUT: RU45 connect (0 Nex unt (PEXB000)
@ Dipswich fo setup ID address.

Feature e

PEX 8000 is Zone expander for PX 8000 series e e 20V nto posred heun, Phoeisconnaco
to expand a small PA system up to 56 Zone with Dinensons: 02k

NONE-interrupt BGM function. e T IQ =
3 n &

EJ
wm!!.SQO




PX 9100

Feature

PX 9100 is a Six zone PA Mixer System and having TEL/EMG,
5 input, MOH output, priority control. It can extend to 56 Zone
with zone expander(F” E£X8100). With the Zone paging station
it can make a call to different zone. An extra power Amplifier
is needed for a working system. To build a NON interrupt
BGM system then 2 amplifiers is needed.
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PEX 9100

Feature

PEX 9100 is Zone expander for PX 9100 series to expand a

small PA system up to 56 Zone with NONE-interrupt BGM
function.

With trigger in it can call a zone and with trigger out it can connect
to 3e party equipment such as lamp, door opener, volume override
etc..

#AC or DC powered.
@ Tabletop or System Rack-mount.
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